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WOOD SCREEN FENCE DETAIL - BY HOMEOWNER
SCALE:NTS

Monterey Grey by Cloverdale Paints 
(Weather One - Solid Hide Stain  
Colour Code EX207)

COLOUR:

1
5
2
4

7
5

1
8
2
9

TYPICAL POST

CAP DETAIL

PRIVATE

PROPERTY

PUBLIC

PROPERTY

P
L

PRIVATE PROPERTY

STREET

1
5
0

4
3
3

9
4
2

9
0

1
5
0

PLAN

3048 O.C.

FINISHED GRADE

300 DIA. POST

HOLE FILLED WITH

25 Mpa CONCRETE

FINISHED GRADE

300 DIA.

CONCRETE POST

FOOTING

S4S 50x150 TOP

(BACK) SPURCE

STRINGER

S4S 50x150 BOTTOM

(BACK) SPURCE

STRINGER

S4S 25x150 TOP (FRONT)

SPRUCE FASCIA

150x150 P.T. PINE

FENCE POST

25x150 ROUGH SAWN

SPRUCE FENCE

BOARDS

S4S 25x150 BOTTOM

(FRONT) SPRUCE FASCIA

25 mm

ROUTER

(TYP.)

S4S 25x150 TOP (FRONT)

SPRUCE FASCIA

150x150 P.T. PINE

FENCE POST

3048mm LONG S4S 50 x 150 P.T. SPRUCE STRINGER.

SECURE EACH STRINGER TO POST WITH 2 - 3
1

2
" GAL.

SCREWS. ENSURE FENCE PICKETS ARE SECURELY

FASTENED TO TOP & BOTTOM STRINGERS WITH 3

NAILS AND TO MID STRINGER WITH 2 NAILS.

25 x 150 x 1829mm ROUGH SAWN

SPRUCE FENCE BOARDS.

RESAWN BOARDS ARE NOT

ACCEPTABLE- NO SPACING

S4S 25x150 MID (FRONT)

SPRUCE FASCIA

25° ANGLE

S4S 50x150 MID (BACK)

SPURCE STRINGER

WOOD SCREEN FENCE NOTES:

1. WORK SHALL BE DONE IN ACCORDANCE WITH WITH THE

FOLLOWING STANDARDS:

       CONCRETE - CSA CAN3-A23.1-M77

2. MATERIAL SHALL MEET THE FOLLOWING SPECIFICATIONS:

- CEMENT - TYPE 5O, SULPHATE RESISTANT CSA

CAN3-A5-M77, PORTLAND CEMENT

- CONCRETE - 28 DAY STRENGTH fc=25MPa

- 28mm MAXIMUM AGGREGATE

- 5O - 8Omm SLUMP

- MAXIMUM W/C RATIO = 0.5

- 5 - 7% AIR ENTRAINMENT

3. CONTRACTOR SHALL INVESTIGATE THE EXCAVATED SUB SOIL

MATERIAL FOR "SOFT SPOTS" (FOR INSTANCE FILL AREAS OF

PREVIOUSLY INSTALLED TRENCHES ETC.)

4. MAXIMUM MISALIGNMENT OF PILES SHALL NOT EXCEED 5Omm.

5. ALL FENCE POSTS ARE TO BE PRESSURE TREATED LUMBER.

6. FENCE POSTS AND STRINGERS TO BE PRESTAINED OR

MECHANICAL ROLLED WITH TWO COATS OF 'CLOVERDALE

SOLID STONEHEDGE' STAIN TO MANUFACTURERS

SPECIFICATIONS.

7. ALL FENCE BOARDS TO BE PRE-STAINED WITH 'CLOVERDALE

SOLID CAPE COD GREY'  STAIN BOTH SIDES PRIOR TO

INSTALLATION

8. ALL FASTENINGS TO BE GALVANIZED; MINIMUM TWO (2)

SCREWS PER STRINGER TO POST, THREE (3) NAILS PER TOP

AND BOTTOM STRINGER AND TWO (2) NAILS PER MID

STRINGER.

9. FENCE TO BE SET 150mm INSIDE PRIVATE PROPERTY OR ON A

COMMON LOT SIDE PROPERTY LINE.

10. FENCE TO BE MAINTAINED FOR 2 YEARS PRIOR TO FAC.

11. ALL DIMENSIONS ARE IN MILLIMETRES.



WOOD SCREEN FENCE NOTES:
1. WORK SHALL BE DONE IN ACCORDANCE WITH WITH THE

FOLLOWING STANDARDS:
       CONCRETE - CSA CAN3-A23.1-M77

2. MATERIAL SHALL MEET THE FOLLOWING SPECIFICATIONS:
- CEMENT - TYPE 5O, SULPHATE RESISTANT CSA

CAN3-A5-M77, PORTLAND CEMENT
- CONCRETE - 28 DAY STRENGTH fc=25MPa
- 28mm MAXIMUM AGGREGATE
- 5O - 8Omm SLUMP
- MAXIMUM W/C RATIO = 0.5
- 5 - 7% AIR ENTRAINMENT

3. CONTRACTOR SHALL INVESTIGATE THE EXCAVATED SUB SOIL
MATERIAL FOR "SOFT SPOTS" (FOR INSTANCE FILL AREAS OF
PREVIOUSLY INSTALLED TRENCHES ETC.)

4. MAXIMUM MISALIGNMENT OF PILES SHALL NOT EXCEED 5Omm.
5. ALL FENCE POSTS ARE TO BE PRESSURE TREATED LUMBER.
6. ALL FASTENINGS TO BE GALVANIZED; MINIMUM TWO (2)

SCREWS PER STRINGER TO POST, THREE (3) NAILS PER TOP
AND BOTTOM STRINGER AND TWO (2) NAILS PER MID
STRINGER.

7. FENCE TO BE SET 150mm INSIDE PRIVATE PROPERTY OR ON A
COMMON LOT SIDE PROPERTY LINE.

8. ALL DIMENSIONS ARE IN MILLIMETRES.
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WOOD SCREEN FENCE DETAIL
SCALE:NTS

Monterey Grey by Cloverdale Paints 
(Weather One - Solid Hide Stain  
Colour Code EX207)
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2.4 HT. WOOD SCREEN FENCE DETAIL
SCALE:NTS

Monterey Grey by Cloverdale Paints 
(Weather One - Solid Hide Stain  
Colour Code EX207)
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CONCRETE POST
FOOTING

S4S 50x150 TOP
(BACK) SPURCE

STRINGER

S4S 50x150 BOTTOM
(BACK) SPURCE

STRINGER

S4S 25x150 TOP (FRONT)
SPRUCE FASCIA

150x150 P.T. PINE
FENCE POST

25x150 ROUGH SAWN
SPRUCE FENCE

BOARDS

S4S 25x150 BOTTOM
(FRONT) SPRUCE FASCIA

25 mm
ROUTER

(TYP.)
S4S 25x150 TOP (FRONT)

SPRUCE FASCIA

150x150 P.T. PINE
FENCE POST

3048mm LONG S4S 50 x 150 P.T. SPRUCE STRINGER.
SECURE EACH STRINGER TO POST WITH 2 - 31

2" GAL.
SCREWS. ENSURE FENCE PICKETS ARE SECURELY
FASTENED TO TOP & BOTTOM STRINGERS WITH 3
NAILS AND TO MID STRINGER WITH 2 NAILS.

25 x 150 x 1829mm ROUGH SAWN
SPRUCE FENCE BOARDS.

RESAWN BOARDS ARE NOT
ACCEPTABLE- NO SPACING

S4S 25x150 MID (FRONT)
SPRUCE FASCIA

25° ANGLE

S4S 50x150 MID
(BACK) SPURCE
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2.4 HT. SOUND ATTENUATION FENCE DETAIL
SCALE:NTS

Monterey Grey by Cloverdale Paints 
(Weather One - Solid Hide Stain  
Colour Code EX207)
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S4S 50x150 TOP
(BACK) SPURCE

STRINGER

PT 50x200 BOTTOM (BACK)
SPRUCE STRINGER - ADJUST TO

ENSURE NO GAP TO GRADE

OVERLAPPED 25x150
ROUGH SAWN SPRUCE

FENCE BOARDS

S4S 50 x150 TOP (FRONT)
SPRUCE FASCIA

150x150 P.T. PINE
FENCE POST

S4S 50 x 150 BOTTOM
(FRONT) SPRUCE FASCIA

S4S 25x150 TOP (FRONT)
SPRUCE FASCIA

150x150 P.T. PINE
FENCE POST

3048mm LONG, S4S 50 x 150 P.T. SPRUCE STRINGER.
SECURE EACH STRINGER TO POST WITH MIN. 57
LONG GAL. ARDOX NAILS 3 PER BOARD FOR TOP
AND BOTTOM. 2 PER BOARD FOR MID STRINGER

ENSURE FENCE PICKETS ARE SECURELY FASTENED
TO EACH STRINGER

OVERLAPPED 25 x 150 x 1829mm
ROUGH SAWN SPRUCE FENCE

BOARDS. RESAWN BOARDS ARE
NOT ACCEPTABLE - NO SPACING

S4S 25x150 MID
(FRONT) SPRUCE

FASCIA

S4S 50x150 BOTTOM (BACK)
SPRUCE STRINGER -

ENSURE NO GAP TO GRADE
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NAILED TO POST
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1.5 HT. BLACK VINYL CHAIN LINK FENCE
SCALE:NTS

BLACK CHAIN LINK FENCE NOTES

3000 O.C.

15
00

15
0

1. DIMENSIONS ARE IN MILLIMETRES
2. GATE FRAME TO BE 42 mm O.D.
3. CONCRETE TO BE NORMAL PORTLAND CEMENT (25 Mpa

AT 28 DAYS, 50 mm TO 80 mm SLUMP, 20 mm
AGGREGATE, 6% AIR ENTRAINMENT)

4. FENCE TO BE 150 mm INSIDE PRIVATE PROPERTY
5. ALL COMPONENTS TO BE FINISHED BLACK

42 mm O.D. STEEL TOP RAIL

9 GA. TIE WIRE
MAX 500 mm O.C.

SELVAGE KNUCKLED NO MORE
THAN 25 mm ABOVE TOP RAIL
AND BELOW BOTTOM WIRE

CAST ALUMN. LINE
POST EYE TOP

48 mm O.D.
LINE POST

CAST ALUMN. ROUNDED CAP

CAST ALUMN. RAIL END

75 mm O.D. STEEL END/
CORNER POST

BLACK VINYL COATED
 9 GA. WIRE MESH

TENSION BAR

TENSION BAND
MAX 500 mm O.C.

HOG RINGS MAX 500 mm O.C.

610 mm LINE
POSTS 750mm
END/CORNER

250 mm LINE POSTS
300 mm END/CORNER

9 GA. STEEL BOTTOM
TENSION WIRE

MAX. 75 mm
CLEARANCE

CONCRETE FOOTING

9 GA. WIRE TIES
MAX. 500 mm O.C.

PROPERTY LINE

LINE POST SPACING 3000 O.C. TYP.

LINE POSTS

PROPERTY LINE

FENCE 150 mm INSIDE
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WOOD SCREEN FENCE DETAIL - BY HOMEOWNER
SCALE:NTS

Monterey Grey by Cloverdale Paints 
(Weather One - Solid Hide Stain  
Colour Code EX207)
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25 Mpa CONCRETE

FINISHED GRADE

300 DIA.

CONCRETE POST

FOOTING

S4S 50x150 TOP

(BACK) SPURCE

STRINGER

S4S 50x150 BOTTOM

(BACK) SPURCE

STRINGER

S4S 25x150 TOP (FRONT)

SPRUCE FASCIA

150x150 P.T. PINE

FENCE POST

25x150 ROUGH SAWN

SPRUCE FENCE

BOARDS

S4S 25x150 BOTTOM

(FRONT) SPRUCE FASCIA

25 mm

ROUTER

(TYP.)

S4S 25x150 TOP (FRONT)

SPRUCE FASCIA

150x150 P.T. PINE

FENCE POST

3048mm LONG S4S 50 x 150 P.T. SPRUCE STRINGER.

SECURE EACH STRINGER TO POST WITH 2 - 3
1

2
" GAL.

SCREWS. ENSURE FENCE PICKETS ARE SECURELY

FASTENED TO TOP & BOTTOM STRINGERS WITH 3

NAILS AND TO MID STRINGER WITH 2 NAILS.

25 x 150 x 1829mm ROUGH SAWN

SPRUCE FENCE BOARDS.

RESAWN BOARDS ARE NOT

ACCEPTABLE- NO SPACING

S4S 25x150 MID (FRONT)

SPRUCE FASCIA

25° ANGLE

S4S 50x150 MID (BACK)

SPURCE STRINGER

WOOD SCREEN FENCE NOTES:

1. WORK SHALL BE DONE IN ACCORDANCE WITH WITH THE

FOLLOWING STANDARDS:

       CONCRETE - CSA CAN3-A23.1-M77

2. MATERIAL SHALL MEET THE FOLLOWING SPECIFICATIONS:

- CEMENT - TYPE 5O, SULPHATE RESISTANT CSA

CAN3-A5-M77, PORTLAND CEMENT

- CONCRETE - 28 DAY STRENGTH fc=25MPa

- 28mm MAXIMUM AGGREGATE

- 5O - 8Omm SLUMP

- MAXIMUM W/C RATIO = 0.5

- 5 - 7% AIR ENTRAINMENT

3. CONTRACTOR SHALL INVESTIGATE THE EXCAVATED SUB SOIL

MATERIAL FOR "SOFT SPOTS" (FOR INSTANCE FILL AREAS OF

PREVIOUSLY INSTALLED TRENCHES ETC.)

4. MAXIMUM MISALIGNMENT OF PILES SHALL NOT EXCEED 5Omm.

5. ALL FENCE POSTS ARE TO BE PRESSURE TREATED LUMBER.

6. FENCE POSTS AND STRINGERS TO BE PRESTAINED OR

MECHANICAL ROLLED WITH TWO COATS OF 'CLOVERDALE

SOLID STONEHEDGE' STAIN TO MANUFACTURERS

SPECIFICATIONS.

7. ALL FENCE BOARDS TO BE PRE-STAINED WITH 'CLOVERDALE

SOLID CAPE COD GREY'  STAIN BOTH SIDES PRIOR TO

INSTALLATION

8. ALL FASTENINGS TO BE GALVANIZED; MINIMUM TWO (2)

SCREWS PER STRINGER TO POST, THREE (3) NAILS PER TOP

AND BOTTOM STRINGER AND TWO (2) NAILS PER MID

STRINGER.

9. FENCE TO BE SET 150mm INSIDE PRIVATE PROPERTY OR ON A

COMMON LOT SIDE PROPERTY LINE.

10. FENCE TO BE MAINTAINED FOR 2 YEARS PRIOR TO FAC.

11. ALL DIMENSIONS ARE IN MILLIMETRES.



STEP DOWN WOOD SCREEN FENCE DETAIL
SCALE:NTS

Monterey Grey by Cloverdale Paints 
(Weather One - Solid Hide Stain  
Colour Code EX207)
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2.4 HT. SOUND ATTENUATION FENCE DETAIL
SCALE:NTS

Monterey Grey by Cloverdale Paints 
(Weather One - Solid Hide Stain  
Colour Code EX207)
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SPRUCE FASCIA

150x150 P.T. PINE
FENCE POST

S4S 50 x 150 BOTTOM
(FRONT) SPRUCE FASCIA

S4S 25x150 TOP (FRONT)
SPRUCE FASCIA

150x150 P.T. PINE
FENCE POST

3048mm LONG, S4S 50 x 150 P.T. SPRUCE STRINGER.
SECURE EACH STRINGER TO POST WITH MIN. 57
LONG GAL. ARDOX NAILS 3 PER BOARD FOR TOP
AND BOTTOM. 2 PER BOARD FOR MID STRINGER

ENSURE FENCE PICKETS ARE SECURELY FASTENED
TO EACH STRINGER

OVERLAPPED 25 x 150 x 1829mm
ROUGH SAWN SPRUCE FENCE

BOARDS. RESAWN BOARDS ARE
NOT ACCEPTABLE - NO SPACING

S4S 25x150 MID
(FRONT) SPRUCE

FASCIA

S4S 50x150 BOTTOM (BACK)
SPRUCE STRINGER -
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NAILED TO POST

25 x 25 TRIM BOARD,
NAILED TO POST

S4S 50x150 MID
(BACK) SPURCE

STRINGER
50



2.4 HT. WOOD SCREEN FENCE DETAIL
SCALE:NTS

Monterey Grey by Cloverdale Paints 
(Weather One - Solid Hide Stain  
Colour Code EX207)
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FENCE POST
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25 mm
ROUTER

(TYP.)
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FENCE POST

3048mm LONG S4S 50 x 150 P.T. SPRUCE STRINGER.
SECURE EACH STRINGER TO POST WITH 2 - 31

2" GAL.
SCREWS. ENSURE FENCE PICKETS ARE SECURELY
FASTENED TO TOP & BOTTOM STRINGERS WITH 3
NAILS AND TO MID STRINGER WITH 2 NAILS.

25 x 150 x 1829mm ROUGH SAWN
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RESAWN BOARDS ARE NOT
ACCEPTABLE- NO SPACING

S4S 25x150 MID (FRONT)
SPRUCE FASCIA

25° ANGLE

S4S 50x150 MID
(BACK) SPURCE

STRINGER

63
8



1.5 HT. BLACK VINYL CHAIN LINK FENCE
SCALE:NTS

BLACK CHAIN LINK FENCE NOTES

3000 O.C.
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1. DIMENSIONS ARE IN MILLIMETRES
2. GATE FRAME TO BE 42 mm O.D.
3. CONCRETE TO BE NORMAL PORTLAND CEMENT (25 Mpa

AT 28 DAYS, 50 mm TO 80 mm SLUMP, 20 mm
AGGREGATE, 6% AIR ENTRAINMENT)

4. FENCE TO BE 150 mm INSIDE PRIVATE PROPERTY
5. ALL COMPONENTS TO BE FINISHED BLACK

42 mm O.D. STEEL TOP RAIL

9 GA. TIE WIRE
MAX 500 mm O.C.

SELVAGE KNUCKLED NO MORE
THAN 25 mm ABOVE TOP RAIL
AND BELOW BOTTOM WIRE

CAST ALUMN. LINE
POST EYE TOP

48 mm O.D.
LINE POST

CAST ALUMN. ROUNDED CAP

CAST ALUMN. RAIL END

75 mm O.D. STEEL END/
CORNER POST

BLACK VINYL COATED
 9 GA. WIRE MESH

TENSION BAR

TENSION BAND
MAX 500 mm O.C.

HOG RINGS MAX 500 mm O.C.

610 mm LINE
POSTS 750mm
END/CORNER

250 mm LINE POSTS
300 mm END/CORNER

9 GA. STEEL BOTTOM
TENSION WIRE

MAX. 75 mm
CLEARANCE

CONCRETE FOOTING

9 GA. WIRE TIES
MAX. 500 mm O.C.

PROPERTY LINE

LINE POST SPACING 3000 O.C. TYP.

LINE POSTS

PROPERTY LINE

FENCE 150 mm INSIDE
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WOOD SCREEN FENCE DETAIL - BY HOMEOWNER
SCALE:NTS

Monterey Grey by Cloverdale Paints 
(Weather One - Solid Hide Stain  
Colour Code EX207)
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CONCRETE POST

FOOTING

S4S 50x150 TOP

(BACK) SPURCE

STRINGER

S4S 50x150 BOTTOM

(BACK) SPURCE

STRINGER

S4S 25x150 TOP (FRONT)

SPRUCE FASCIA

150x150 P.T. PINE

FENCE POST

25x150 ROUGH SAWN

SPRUCE FENCE

BOARDS

S4S 25x150 BOTTOM

(FRONT) SPRUCE FASCIA

25 mm

ROUTER

(TYP.)

S4S 25x150 TOP (FRONT)

SPRUCE FASCIA

150x150 P.T. PINE

FENCE POST

3048mm LONG S4S 50 x 150 P.T. SPRUCE STRINGER.

SECURE EACH STRINGER TO POST WITH 2 - 3
1

2
" GAL.

SCREWS. ENSURE FENCE PICKETS ARE SECURELY

FASTENED TO TOP & BOTTOM STRINGERS WITH 3

NAILS AND TO MID STRINGER WITH 2 NAILS.

25 x 150 x 1829mm ROUGH SAWN

SPRUCE FENCE BOARDS.

RESAWN BOARDS ARE NOT

ACCEPTABLE- NO SPACING

S4S 25x150 MID (FRONT)

SPRUCE FASCIA

25° ANGLE

S4S 50x150 MID (BACK)

SPURCE STRINGER

WOOD SCREEN FENCE NOTES:

1. WORK SHALL BE DONE IN ACCORDANCE WITH WITH THE

FOLLOWING STANDARDS:

       CONCRETE - CSA CAN3-A23.1-M77

2. MATERIAL SHALL MEET THE FOLLOWING SPECIFICATIONS:

- CEMENT - TYPE 5O, SULPHATE RESISTANT CSA

CAN3-A5-M77, PORTLAND CEMENT

- CONCRETE - 28 DAY STRENGTH fc=25MPa

- 28mm MAXIMUM AGGREGATE

- 5O - 8Omm SLUMP

- MAXIMUM W/C RATIO = 0.5

- 5 - 7% AIR ENTRAINMENT

3. CONTRACTOR SHALL INVESTIGATE THE EXCAVATED SUB SOIL

MATERIAL FOR "SOFT SPOTS" (FOR INSTANCE FILL AREAS OF

PREVIOUSLY INSTALLED TRENCHES ETC.)

4. MAXIMUM MISALIGNMENT OF PILES SHALL NOT EXCEED 5Omm.

5. ALL FENCE POSTS ARE TO BE PRESSURE TREATED LUMBER.

6. FENCE POSTS AND STRINGERS TO BE PRESTAINED OR

MECHANICAL ROLLED WITH TWO COATS OF 'CLOVERDALE

SOLID STONEHEDGE' STAIN TO MANUFACTURERS

SPECIFICATIONS.

7. ALL FENCE BOARDS TO BE PRE-STAINED WITH 'CLOVERDALE

SOLID CAPE COD GREY'  STAIN BOTH SIDES PRIOR TO

INSTALLATION

8. ALL FASTENINGS TO BE GALVANIZED; MINIMUM TWO (2)

SCREWS PER STRINGER TO POST, THREE (3) NAILS PER TOP

AND BOTTOM STRINGER AND TWO (2) NAILS PER MID

STRINGER.

9. FENCE TO BE SET 150mm INSIDE PRIVATE PROPERTY OR ON A

COMMON LOT SIDE PROPERTY LINE.

10. FENCE TO BE MAINTAINED FOR 2 YEARS PRIOR TO FAC.

11. ALL DIMENSIONS ARE IN MILLIMETRES.



STEP DOWN WOOD SCREEN FENCE DETAIL
SCALE:NTS

Monterey Grey by Cloverdale Paints 
(Weather One - Solid Hide Stain  
Colour Code EX207)
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WOOD SCREEN FENCE DETAIL - BY HOMEOWNER
SCALE:NTS
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(Weather One - Solid Hide Stain  
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CONCRETE POST

FOOTING

S4S 50x150 TOP

(BACK) SPURCE

STRINGER

S4S 50x150 BOTTOM

(BACK) SPURCE

STRINGER

S4S 25x150 TOP (FRONT)

SPRUCE FASCIA

150x150 P.T. PINE

FENCE POST

25x150 ROUGH SAWN

SPRUCE FENCE

BOARDS

S4S 25x150 BOTTOM

(FRONT) SPRUCE FASCIA

25 mm

ROUTER

(TYP.)

S4S 25x150 TOP (FRONT)

SPRUCE FASCIA

150x150 P.T. PINE

FENCE POST

3048mm LONG S4S 50 x 150 P.T. SPRUCE STRINGER.

SECURE EACH STRINGER TO POST WITH 2 - 3
1

2
" GAL.

SCREWS. ENSURE FENCE PICKETS ARE SECURELY

FASTENED TO TOP & BOTTOM STRINGERS WITH 3

NAILS AND TO MID STRINGER WITH 2 NAILS.

25 x 150 x 1829mm ROUGH SAWN

SPRUCE FENCE BOARDS.

RESAWN BOARDS ARE NOT

ACCEPTABLE- NO SPACING

S4S 25x150 MID (FRONT)

SPRUCE FASCIA

25° ANGLE

S4S 50x150 MID (BACK)

SPURCE STRINGER

WOOD SCREEN FENCE NOTES:

1. WORK SHALL BE DONE IN ACCORDANCE WITH WITH THE

FOLLOWING STANDARDS:

       CONCRETE - CSA CAN3-A23.1-M77

2. MATERIAL SHALL MEET THE FOLLOWING SPECIFICATIONS:

- CEMENT - TYPE 5O, SULPHATE RESISTANT CSA

CAN3-A5-M77, PORTLAND CEMENT

- CONCRETE - 28 DAY STRENGTH fc=25MPa

- 28mm MAXIMUM AGGREGATE

- 5O - 8Omm SLUMP

- MAXIMUM W/C RATIO = 0.5

- 5 - 7% AIR ENTRAINMENT

3. CONTRACTOR SHALL INVESTIGATE THE EXCAVATED SUB SOIL

MATERIAL FOR "SOFT SPOTS" (FOR INSTANCE FILL AREAS OF

PREVIOUSLY INSTALLED TRENCHES ETC.)

4. MAXIMUM MISALIGNMENT OF PILES SHALL NOT EXCEED 5Omm.

5. ALL FENCE POSTS ARE TO BE PRESSURE TREATED LUMBER.

6. FENCE POSTS AND STRINGERS TO BE PRESTAINED OR

MECHANICAL ROLLED WITH TWO COATS OF 'CLOVERDALE

SOLID STONEHEDGE' STAIN TO MANUFACTURERS

SPECIFICATIONS.

7. ALL FENCE BOARDS TO BE PRE-STAINED WITH 'CLOVERDALE

SOLID CAPE COD GREY'  STAIN BOTH SIDES PRIOR TO

INSTALLATION

8. ALL FASTENINGS TO BE GALVANIZED; MINIMUM TWO (2)

SCREWS PER STRINGER TO POST, THREE (3) NAILS PER TOP

AND BOTTOM STRINGER AND TWO (2) NAILS PER MID

STRINGER.

9. FENCE TO BE SET 150mm INSIDE PRIVATE PROPERTY OR ON A

COMMON LOT SIDE PROPERTY LINE.

10. FENCE TO BE MAINTAINED FOR 2 YEARS PRIOR TO FAC.

11. ALL DIMENSIONS ARE IN MILLIMETRES.



2.4 HT. SOUND ATTENUATION FENCE DETAIL
SCALE:NTS

Monterey Grey by Cloverdale Paints 
(Weather One - Solid Hide Stain  
Colour Code EX207)

COLOUR:
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CONCRETE POST
FOOTING

S4S 50x150 TOP
(BACK) SPURCE

STRINGER

PT 50x200 BOTTOM (BACK)
SPRUCE STRINGER - ADJUST TO

ENSURE NO GAP TO GRADE

OVERLAPPED 25x150
ROUGH SAWN SPRUCE

FENCE BOARDS

S4S 50 x150 TOP (FRONT)
SPRUCE FASCIA

150x150 P.T. PINE
FENCE POST

S4S 50 x 150 BOTTOM
(FRONT) SPRUCE FASCIA

S4S 25x150 TOP (FRONT)
SPRUCE FASCIA

150x150 P.T. PINE
FENCE POST

3048mm LONG, S4S 50 x 150 P.T. SPRUCE STRINGER.
SECURE EACH STRINGER TO POST WITH MIN. 57
LONG GAL. ARDOX NAILS 3 PER BOARD FOR TOP
AND BOTTOM. 2 PER BOARD FOR MID STRINGER

ENSURE FENCE PICKETS ARE SECURELY FASTENED
TO EACH STRINGER

OVERLAPPED 25 x 150 x 1829mm
ROUGH SAWN SPRUCE FENCE

BOARDS. RESAWN BOARDS ARE
NOT ACCEPTABLE - NO SPACING

S4S 25x150 MID
(FRONT) SPRUCE

FASCIA

S4S 50x150 BOTTOM (BACK)
SPRUCE STRINGER -

ENSURE NO GAP TO GRADE

25x25  TRIM BOARD,
NAILED TO POST

25 x 25 TRIM BOARD,
NAILED TO POST

S4S 50x150 MID
(BACK) SPURCE

STRINGER
50
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Appendix “E” – Fence Details 

 



WOOD SCREEN FENCE DETAIL - BY HOMEOWNER
SCALE:NTS

Monterey Grey by Cloverdale Paints 
(Weather One - Solid Hide Stain  
Colour Code EX207)

COLOUR:
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TYPICAL POST

CAP DETAIL
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PLAN

3048 O.C.

FINISHED GRADE

300 DIA. POST

HOLE FILLED WITH

25 Mpa CONCRETE

FINISHED GRADE

300 DIA.

CONCRETE POST

FOOTING

S4S 50x150 TOP

(BACK) SPURCE

STRINGER

S4S 50x150 BOTTOM

(BACK) SPURCE

STRINGER

S4S 25x150 TOP (FRONT)

SPRUCE FASCIA

150x150 P.T. PINE

FENCE POST

25x150 ROUGH SAWN

SPRUCE FENCE

BOARDS

S4S 25x150 BOTTOM

(FRONT) SPRUCE FASCIA

25 mm

ROUTER

(TYP.)

S4S 25x150 TOP (FRONT)

SPRUCE FASCIA

150x150 P.T. PINE

FENCE POST

3048mm LONG S4S 50 x 150 P.T. SPRUCE STRINGER.

SECURE EACH STRINGER TO POST WITH 2 - 3
1

2
" GAL.

SCREWS. ENSURE FENCE PICKETS ARE SECURELY

FASTENED TO TOP & BOTTOM STRINGERS WITH 3

NAILS AND TO MID STRINGER WITH 2 NAILS.

25 x 150 x 1829mm ROUGH SAWN

SPRUCE FENCE BOARDS.

RESAWN BOARDS ARE NOT

ACCEPTABLE- NO SPACING

S4S 25x150 MID (FRONT)

SPRUCE FASCIA

25° ANGLE

S4S 50x150 MID (BACK)

SPURCE STRINGER

WOOD SCREEN FENCE NOTES:

1. WORK SHALL BE DONE IN ACCORDANCE WITH WITH THE

FOLLOWING STANDARDS:

       CONCRETE - CSA CAN3-A23.1-M77

2. MATERIAL SHALL MEET THE FOLLOWING SPECIFICATIONS:

- CEMENT - TYPE 5O, SULPHATE RESISTANT CSA

CAN3-A5-M77, PORTLAND CEMENT

- CONCRETE - 28 DAY STRENGTH fc=25MPa

- 28mm MAXIMUM AGGREGATE

- 5O - 8Omm SLUMP

- MAXIMUM W/C RATIO = 0.5

- 5 - 7% AIR ENTRAINMENT

3. CONTRACTOR SHALL INVESTIGATE THE EXCAVATED SUB SOIL

MATERIAL FOR "SOFT SPOTS" (FOR INSTANCE FILL AREAS OF

PREVIOUSLY INSTALLED TRENCHES ETC.)

4. MAXIMUM MISALIGNMENT OF PILES SHALL NOT EXCEED 5Omm.

5. ALL FENCE POSTS ARE TO BE PRESSURE TREATED LUMBER.

6. FENCE POSTS AND STRINGERS TO BE PRESTAINED OR

MECHANICAL ROLLED WITH TWO COATS OF 'CLOVERDALE

SOLID STONEHEDGE' STAIN TO MANUFACTURERS

SPECIFICATIONS.

7. ALL FENCE BOARDS TO BE PRE-STAINED WITH 'CLOVERDALE

SOLID CAPE COD GREY'  STAIN BOTH SIDES PRIOR TO

INSTALLATION

8. ALL FASTENINGS TO BE GALVANIZED; MINIMUM TWO (2)

SCREWS PER STRINGER TO POST, THREE (3) NAILS PER TOP

AND BOTTOM STRINGER AND TWO (2) NAILS PER MID

STRINGER.

9. FENCE TO BE SET 150mm INSIDE PRIVATE PROPERTY OR ON A

COMMON LOT SIDE PROPERTY LINE.

10. FENCE TO BE MAINTAINED FOR 2 YEARS PRIOR TO FAC.

11. ALL DIMENSIONS ARE IN MILLIMETRES.



STEP DOWN WOOD SCREEN FENCE DETAIL
SCALE:NTS

Monterey Grey by Cloverdale Paints 
(Weather One - Solid Hide Stain  
Colour Code EX207)
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